|@® MAKE IT A POINT TO LOWER ENERGY BILLS.

WITHOUT LIFTING A FINGER.
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2 AttiCat

Trust an industry leader

We chose the AftiCat® system not only because Owens Corning has
been an industry leader for over 65 years, but also because their brand
is preferred seven to onef Plus, the AttiCat Expanding Blown-In Insulation

Machine is quick and reliable, and delivers results with no mess.

So PINK it's green

Owens Corning PINK FIBERGLAS™ Insulation contains the highest
certified percentage of post-consumer and post-industrial recycled glass
(SCS Certified). It's ENERGY STAR®-rated for energy efficiency and it's
GREENGUARD Indoor Air Quality Certified® as meeting current indoor

air-quality standards.

Enjoy a worry-free experience

You’ll not only receive reliable insulafion and quality work, your attic
will be insulated with only the best green product—all backed by a
name you can trust. We’ll save you time and money, but that’s not all.
You'll also get:

e Total project management of the insulation installation
e Recommendation on the proper level of insulation for your attic

¢ Top-quality products that meet or exceed industry standards

Now is the time to insulate

A well-insulated attic works with your HVAC system to maximize your
comfort and save you money. The Owens Corning AffiCaf Expanding
Blown-In Insulation System, combined with our expertise, provide you
with a total solution. Act today and you can start saving tomorrow.




Does your home measure up?
The U.S. Department of Energy recommends a minimium of R-30 in the attic. Depending on where you live,
however, you may need a higher R-value. The chart below illustrates what is recommended for your zone.
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All of Alaska in Zone 7 except for
the following boroughs in Zone 8:

Bethel Northwest Arctic
Dellingham Southeast Fairbanks
Fairbanks N. Star ~ Wade Hampton
Nome North Slope Yukon—-Koyukuk

Zone 1 includes
Hawaii, Guam, Puerto Rico
and the Virgin Islands

The new Department of Energy map recommends a range of R-values up to R-60.
The previous recommendation for most zones was up to R-49.
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* http://www.energystar.gov/index.cfm?c=home_sealing.hm_improvement_methodology. Savings vary. Find out why in the seller’s fact sheet
on R-values. Higher R-values mean greater insulating power.

**Homeowner Segmentation Study, Smith-Dahmer, 2005.

T Owens Corning Image and Brand Tracking Study, 2001.
Certified by Scientific Certification Systems (SCS), an independent, third-party evaluation and certification service for recycled content.
ENERGY STAR is a registered trademark of the Environmental Protection Agency.
The GREENGUARD INDOOR AIR QUALITY CERTIFIED Mark is a registered certification mark used under license through the GREENGUARD Environmental Institute.









